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Topic 1, Volume A
 

QUESTION NO: 1 
 
In the following cluster configuration; if you reboot sglondon_1 which device will be active when
sglondon_1 is back up and running? Why?
 
 
A. sglondon_1 because it the first configured object with the lowest IP. 
B. sglondon_2 because sglondon_1 has highest IP. 
C. sglondon_1, because it is up again, sglondon_2 took over during reboot. 
D. sglondon_2 because it has highest priority. 
 

Answer: D

Explanation:  

 

 

 

QUESTION NO: 2 
 
You find that Gateway fw2 can NOT be added to the cluster object.
 
 
 
 
What are possible reasons for that?
 
 
 
1)  fw2 is a member in a VPN community.
 
2)  ClusterXL software blade is not enabled on fw2.
 
3)  fw2 is a DAIP Gateway.
 
 
A. 2 or 3 
B. 1 or 2 
C. 1 or 3 
D. All 
 

Answer: C

Explanation:  

 

 

 

QUESTION NO: 3 
 
Review the Rule Base displayed.
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For which rules will the connection templates be generated in SecureXL?
 
 
 
A. Rules 2 and 5 
B. Rules 2 through 5 
C. Rule 2 only 
D. All rules except Rule 3 
 

Answer: D

Explanation:  

 

 

 

QUESTION NO: 4 
 
You are trying to configure Directional VPN Rule Match in the Rule Base. But the Match column
does not have the option to see the Directional Match. You see the following window. What must
you enable to see the Directional Match?
 
 
Exhibit:
 
 
 
 
A. directional_match(true) in the objects_5_0.C file on Security Management Server 
B. VPN Directional Match on the Gateway object’s VPN tab 
C. VPN Directional Match on the VPN advanced window, in Global Properties 
D. Advanced Routing on each Security Gateway 
 

Answer: C

Explanation:  

 

 

 

QUESTION NO: 5 
 
MultiCorp is running Smartcenter R71 on an IPSO platform and wants to upgrade to a new
Appliance with R77. Which migration tool is recommended?
 
 
A. Download Migration Tool R77 for IPSO and Splat/Linux from Check Point website. 
B. Use already installed Migration Tool. 
C. Use Migration Tool from CD/ISO 
D. Fetch Migration Tool R71 for IPSO and Migration Tool R77 for Splat/Linux from CheckPoint
website 
 

Answer: A
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Explanation:  

 

 

 

QUESTION NO: 6 
 
MegaCorp is running Smartcenter R70, some Gateways at R65 and some other Gateways with
R60. Management wants to upgrade to the most comprehensive IPv6 support. What should the
administrator do first? 
 
 
A. Upgrade Smartcenter to R77 first. 
B. Upgrade R60-Gateways to R65. 
C. Upgrade every unit directly to R77. 
D. Check the ReleaseNotes to verify that every step is supported. 
 

Answer: D

Explanation:  

 

 

 

QUESTION NO: 7 
 
MicroCorp experienced a security appliance failure. (LEDs of all NICs are off.) The age of the unit
required that the RMA-unit be a different model. Will a revert to an existing snapshot bring the new
unit up and running? 
 
 
A. There is no dynamic update at reboot. 
B. No. The revert will most probably not match to hard disk. 
C. Yes. Everything is dynamically updated at reboot. 
D. No. At installation the necessary hardware support is selected. The snapshot saves this state. 
 

Answer: D

Explanation:  

 

 

 

QUESTION NO: 8 
 
Which is the lowest Gateway version manageable by SmartCenter R77?
 
 
A. R65 
B. S71 
C. R55 
D. R60A 
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