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QUESTION NO: 1 
 
Which of the following statement regarding MIP insertion is correct?
 
 
 
A. You can add channels to the multiplex after MIP insertion 
B. You can add stuffing after the MIP insertion 
C. You cannot edit or change anything after MIP insertion 
D. You can change the timing after the MIP insertion 
 

Answer: A

Explanation:  

 

 

QUESTION NO: 2 
 
Which compression form is supportedby the DCM-G?
 
 
 
A. H.264 HD 
B. MPEG-2 HD 
C. H.264 SD 
D. Jpeg 2000 (j2k) 
 

Answer: A

Explanation:  

 

 

QUESTION NO: 3 
 
Which of the following products can be used as an encoder and a decoder?
 
 
 
A. D9887B 
B. D9094 
C. D9093 
D. D9894 
 

Answer: B,C

Explanation:  

 

 

QUESTION NO: 4 
 
How many modules (in addition to the power supply) canyou have ina D9036 encoder?
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A. 2 
B. 6 
C. 4 
D. 8 
 

Answer: B

Explanation:  

 

 

QUESTION NO: 5 
 
What is the lowest cost satellitereceiver with a SDI output?
 
 
 
A. D9854 
B. D9852 
C. D9858 
D. D9850 
 

Answer: D

Explanation:  

 

 

QUESTION NO: 6 
 
What satellite receiver can decryptpowerVu and DVB-CI encrypted programs?
 
 
 
A. D9850 
B. D9854 
C. D9844 
D. D9852 
 

Answer: B

Explanation:  

 

 

QUESTION NO: 7 
 
What is the most appropriate use of the D9887?
 
 
 
A. Off air receiver for analog programs 
B. Satellite receiver for SD encrypted programs 
C. Off air receiver for ATSC or DVB-T programs 
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D. Satellite receiver for SD FTA programs 
 

Answer: C

Explanation:  

 

 

QUESTION NO: 8 
 
Which other encoder than the D9036 can encode SD programs intoH.264?
 
 
 
A. D9050 
B. D9022 
C. D9054 
D. D9034 
 

Answer: C

Explanation:  

 

 

QUESTION NO: 9 
 
When is a co-processor card required for the DCM?
 
 
 
A. In order to RTP encapsulate or multiplex programs 
B. On every input card 
C. In order to do service selection or transport stream backup 
D. In order to translate, scramble or perform splicing 
 

Answer: D

Explanation:  

 

 

QUESTION NO: 10 
 
How many video streams are supportedby a 1RU DCM Gateway (DCM-G)?
 
 
 
A. 12 
B. 24 
C. 6 
D. 18 
 

Answer: A
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