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QUESTION NO: 1 
 

Click on the Exhibit button. You are dispatched to engineer a Converged Office solution with

Remote Call Control. Which component in the exhibit performs the SIP CTI/TR87 functionality?
 

A. Application Proxy server

B. Network Connect Service

C. Active Directory

D. Signaling Server
 

Answer: D

 

 

QUESTION NO: 2 
 

A company is deploying a Standard Edition Nortel Converged Office solution on their current

Communication Server (CS) 1000E network. In this configuration, which Front End Server

component converts a dialed number into E.164 format, based on the normalization rules defined

by the administrator?
 

A. User Services

B. Inbound Router

C. Outbound Router

D. Translation Service
 

Answer: D

 

 

QUESTION NO: 3 
 

   

        1



Click on the Exhibit button. An engineer is using Enterprise Configurator (EC) to quote a Nortel

Converged Office solution. Using the EC screen, which menu item should the engineer select for

configuring Nortel Converged Office?
 

A. Enterprise Common Manager

B. SIP Access and Applications

C. Software

D. System Options
 

Answer: B

 

 

QUESTION NO: 4 
 

Click on the Exhibit button. An Office Communicator (OC) 2007 user makes a call to an IP

telephone user. Both OC 2007 and IP telephone users are talking with one another. Which

protocol shown in the exhibit provides the communications between the IP telephone and the

Mediation Server?
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A. RTP

B. sRTP

C. SIP

D. TCP/SIP
 

Answer: A

 

 

QUESTION NO: 5 
 

Click on the Exhibit button. An engineer is using Enterprise Configurator (EC) to quote a solution

including Unified Messaging with Microsoft Exchange Server 2007. Using the EC screen, which

menu item should the engineer select for configuring Unified Messaging?
 

A. Encryption and Protection

B. H.323 Access
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