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QUESTION 1  

 

Within your Contrail cluster, a BGP peer is not advertising routes as expected. After issuing the curl 

http://<host ip address>:8081/analytics/uves/ bgp-peers command, you receive the output shown in the 

exhibit.  

What is causing this problem?  

A. an incorrect peer type  

B. an incorrect local ID  

C. an incorrect family  

D. an incorrect IP address  

 

Answer: C  

 

 

QUESTION 2  

Which two networking trends are addressed by SDN? (Choose two.)  

A. centralized management of Spanning Tree Protocol for traffic control  
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B. enterprise customers migrating to 802.11ac Wave 2 WiFi connectivity  

C. cloud services providing on-demand access to IT resources  

D. bring your own device (BYOD) networking  

 

Answer: CD  

 

 

QUESTION 3  

What are tenants called in OpenStack?  

A. sites  

B. areas  

C. projects  

D. domains  

 

Answer: C  

 

 

QUESTION 4  

Which role does Contrail serve in SDN?  

A. orchestrator  

B. controller  

C. gateway  

D. fabric  

 

Answer: B  

 

 

QUESTION 5  

Contrail plugs into which two OpenStack components? (Choose two.)  

A. Cinder  
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B. Swift  

C. Horizon  

D. Neutron  

 

Answer: AD  

 

 

QUESTION 6  

What are three ways to deploy an MX Series device as an SDN gateway? (Choose three.)  

A. Configure as an SDN-to-SDN gateway.  

B. Configure as an L4 gateway.  

C. Configure as an L2 gateway.  

D. Configure as an L3 gateway.  

E. Configure as an application gateway.  

 

Answer: ACD  

 

 

QUESTION 7  

You are decommissioning a Contrail compute node.  

Which two steps accomplish this task? (Choose two.)  

A. Remove the information about this detached compute node from the existing testbed.py .le.  

B. Issue the fab detach_vrouter _node: root@<server ip-address> command from a Contrail control node.  

C. Uninstall the Contrail vRouter from the compute node being decommissioned.  

D. Delete the testbed.py file associated with the compute node.  

 

Answer: AB  

 

 

QUESTION 8  


